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GENERAL NOTES:

THE LOCATION & SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE & MAY BE ADJUSTED
TO FIT FIELD CONDITIONS AS APPROVED BY THE PROJECT ENGINEER.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEPT FOR THOSE
DESIGNATED IN PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC. SHALL BE BACKFILLED AND TAMPED IN ACCORDANCE
WITH SECTION 203 OF THE MISSISSIPPI STANDARD SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION.

SOME WORK MAY BE REQUIRED OUTSIDE OF THE PROJECT LIMITS BEYOND THE B.0.P. ANDOR E.O0.P.. NO ADDITIONAL COMPENSATION
WILL BE MADE FOR SUCH WORK EXCEPT AS PROVIDED BY SPECIFIC PAY ITEMS SHOWN ON THE PLANS.

TEMPORARY STRIPE MUST BE TAPE WHEN PLACED ON CONCRETE.

MAXIMUM LANE CLOSURE ALLOWED IS 3 MILES. A 3 MILE INTERVAL IS REQUIRED BETWEEN WORK ZONES IN ADJACENT LANES
AND A 2 MILE INTERVAL IS REQUIRED BETWEEN WORK ZONES IN THE SAME LANE.

ANY VEGETATION OR SOD THAT IS DISTURBED SHALL BE RE-ESTABLISHED. THE COST OF THIS WORK SHALL BE INCLUDED IN OTHER
ITEMS OF WORK, EXCEPT AS REQUIRED BY PLANS.

WHERE MILLING OF THE ROADWAY LANES IS REQUIRED, THE CONTRACTOR SHALL PROVIDE OQUTLETS IN THE EXISTING SHOULDERS AT
SUFFICIENT INTERVALS TO PREVENT POOLING OR STANDING WATER ON THE MILLED SURFACE. THE COST OF THIS WORK SHALL
BE INCLUDED IN OTHER ITEMS OF WORK.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH AS PIPES, INLETS, APRONS, BRIDGES,
ETC. FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION. EXTREME CARE SHALL BE EXERCISED IN UNDERCUT AREAS AND
THE UNDERCUT DEPTH MAY BE ADJUSTED AT CROSS DRAINS, AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL REPLACE OR
REPAIR, AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DUE TO THE CONTRACTORS OPERATIONS DURING THE LIFE OF
THE CONTRACT. NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

EMERGENCY CROSSOVER LOCATIONS ARE NOT PERMITTED FOR CONSTRUCTION TRAFFIC.

STRIPING REMOVAL & PERMANENT STRIPING ARE REQUIRED ON MAINLINE BRIDGES AND ON EXTRA WIDTH PAVEMENT IN VICINITY OF THE
CHURCH ROAD INTERCHANGE.

SEE SHEET WORKING NO. SSD-1 FOR DETAILS ON SPEEDING FINES DOUBLED SIGNS. THE COST OF THIS WORK SHALL BE INCLUDED IN
OTHER ITEMS OF WORK.

WATTLES REQUIRED AS A TEMPORARY EROSION CONTROL MEASURE TO MINIMIZE SILTATION UNTIL PERMANENT MEASURES ARE INSTALLED.
THE ENGINEER WILL DETERMINE THE ACTUAL LOCATION AND NUMBER OF WATTLES DURING THE CONSTRUCTION OF THE PROJECT.

( SEE WK. NO. TEC-1 FOR DETAILS )

THE STATION ID FOR THE TRAFFIC RECORDER STATION SITE IS 045 LOCATED 3.0 MILES SOUTH OF HERNANDO INTERCHANGE. THE GPS COORDINATES ARE 34.737185 N
—89.963008 W. CONSTRUCTION WILL BE FOR BOTH NORTHBOUND AND SOUTHBOUND. THE CONTRACTOR SHALL SEQUENCE HIS WORK PHASES

TO PROVIDE TWO (2) WEEKS NOTICE TO THE PLANNING ENGINEER PRIOR TO INSTALLATION. COORDINATION OF THIS NOTICE SHALL BE THROUGH
THE PROJECT ENGINEER. THE CONTRACTOR SHALL PROVIDE A WRITTEN PLAN OF THIS INSTALLATION FOR THE ENGINEER'S APPROVAL
AT THE PRECONSTRUCTION CONFERENCE.
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