


STATE | PROJECT NO.

MISS. [STP-0039-01@de)|

LGENERAL NOTE

FOR LIST OF PUBLIC UTILITIES, SEE WORKING NO. 3.

ALL ITEMS THAT CONFLICT WITH REQUIRED CONSTRUCTION, FOR WHICH NO PAY ITEM
IS SHOWING, SHALL BE REMOVED AS CLEARING AND GRUBBING.

THE LOCATION AND SPACING OF SIGNS SHOWN ON THE TRAFFIC CONTROL PLANS
ARE APPROXIMATE AND MAY BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS.
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EROSION CHECKS:QUANTITY ESTIMATED ON BALES OF HAY REQ'D AS A TEMPORARY EROSION :
CONTROL MEASURE TO MINIMIZE SILTATION UNTIL PERMANENT MEASURES ARE |
INSTALLED. THE ENGINEER WILL DETERMINE THE ACTUAL LOCATION & NUMBER OF |
BALES DURING CONSTRUCTION. (SEE WK. NO. TEC-1) |
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25% SHRINKAGE FACTOR USED IN THE EARTHWORK CALCULATIONS IS
FOR DESIGN ESTIMATING PURPOSES ONLY.

WIRE FENCE WIIL BE REQUIRED FOR ALL SILT FENCE (SEE WK. NO. TEC-1).

EXISTING UNDERGROUND UTILITY LINES ARE SHOWN ON THE PLANS BASED UPON
THE BEST INFORMATION AVAILABLE TO THE ENGINEER. THE ENGINEER CANNOT AND
DOES NOT WARRANT THAT THE INFORMATION IS COMPLETE OR ACCURATE. THE
CONTRACTOR MUST COORDINATE DIRECTLY WITH THE INVOLVED UTILITY OWNERS TO
GET UNDERGROUND UTILITY LINES FIELD LOCATED IN ADVANCE OF CONSTRUCTION.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION
AND TRAFFIC CONTROL SIGNS EXCEPT THOSE DESIGNATED ON THE PLANS

TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH
PART VIOF THE MUTCD (LATEST EDITION).

EXISTING RAISED PAVEMENT MARKERS ARE TO BE REMOVED. REMOVAL
OF RAISED PAVEMENT MARKERS IS NOT TO BE CONSIDERED A SEPERATE
PAY ITEM. COST TO BE ABSORBED IN OTHER BID ITEMS.

VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS,
ETC. SHALL BE BACKFILLED AND TAMPED IN ACCORDANCE WITH SECTION
203 OF THE MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE

CONSTRUCTION.
IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT .| MISSISSIPPI DEPARTMENT OF TRANSPORTATION

FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION. EXTREME
CARE SHALL BE EXERCISED IN UNDERCUT AREAS AND THE UNDERCUT
DEPTH MAY BE ADJUSTED AT CROSS DRAINS, AS DIRECTED BY THE
ENGINEER. THE CONTRACTOR SHALL REPLACE OR REPAIR, AS DIRECTED BY
THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE |

 CONTRACT. NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF PROJECT NO.: STP-0039-01(006) romrre—rmees]
DAMAGED ITEMS. COUNTY: COPIAH Chet ]
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EXISTING STRUCTURES SUCH AS PIPES, INLETS, APRONS, BRIDGES, ETC. GENERAL NOTES |
| |
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