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GENERAL NOTES (SIGNING)

(1) EXISTING ADOPT A HIGHWAY SIGNS ARE TO REMAIN IN PLACE. ALL REMAINING MDOT SIGNS,
EXCEPT AS DIRECTED BY ENGINEER, ARE TO BE REMOVED. ADOPT A HIGHWAY SIGNS WHICH
CONFLICT WITH PROPOSED SIGNING (AS DIRECTED BY THE PROJECT ENGINEER) WILL BE
RELOCATED BY MDOT.

(2) VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC., SHALL BE
BACKFILLED WITH GRANULAR MATERIAL AND TAMPED IN ACCORDANCE WITH SECTION 203 OF
STANDARD SPECIFICATIONS. THE BACKFILL MATERIAL IS NOT A SEPARATE PAY ITEM. THE
REMOVAL IS TO BE PAID UNDER ITEM 202-A (LUMP SUM).

(3) ALL EXCAVATION FOR THE SIGN POSTS OR FOOTINGS IS TO BE INCLUDED IN THE COST FOR
OTHER ITEMS BID FOR CONSTRUCTION.

(3 ALL EXISTING SIGNS, METAL SIGN SUPPORTS, TIMBER POLE SIGN SUPPORTS, ANY SUPPORT
HARDWARE AND ALL SIGN MOUNTING HARDWARE REMOVED UNDER THIS CONTRACT SHALL
BECOME THE PROPERTY OF THE CONTRACTOR.

(5) ERECTION DATES ARE TO BE LEGIBLY WRITTEN ON THE BACK OF ALL SIGNS WITH A
SANFORD MEANSTREAK WATERPROOF FORMULA PERMANENT MARKING STICK.

(6) DIRECT APPLIED LEGEND, BORDERS, AND SHIELD ARE TO BE USED ON ALL GUIDE SIGNS.

(7) ALL POST, PIPE, AND I-BEAM LENGTHS ARE ESTIMATED. CONTRACTOR IS RESPONSIBLE FOR
PERFORMING FIELD ELEVATION SURVEY TO DETERMINE THE EXACT LENGTH REQUIRED. ALL
NEW SIGNS SHALL BE COVERED UNTIL EXISTING SIGNS ARE REMOVED.

TION

NSPORTA

ALL EXISTING SIGNS WHICH WILL BE REMOVED AS A PART OF THIS PROJECT ARE TO
REMAIN IN PLACE UNTIL NEW REPLACEMENT SIGNS HAVE BEEN ERECTED, UNLESS
OTHERWISE DIRECTED BY THE PROJECT ENGINEER.
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(9 THE LOCATION AND SPACING OF SIGNS SHOWN ON THE PLANS ARE APPROXIMATE. ALL
SIGNS SHALL BE SPACED A MINIMUM OF 250 FEET APART WHERE POSSIBLE. THE ACTUAL
LOCATION OF SIGNS WILL BE AS DIRECTED BY THE ENGINEER.

NEW SIGNS SHALL BE COMPLETLY INSTALLED PRIOR TO REMOVAL OF EXISTING SIGNS
UNLESS OTHERWISE APPROVED BY THE ENGINEER.

1D ALL EXISTING SIGNS AND SUPPORTS NOT SHOWN ON PLANS ARE TO BE REMOVED AND
DISCARDED UNLESS INDICATED OTHERWISE IN THE PLANS OR BY THE ENGINEER. THIS
WORK SHALL BE PAID FOR UNDER PAY ITEM 202-A, REMOVAL OF OBSTRUCTION.

12 SIGNS THAT ARE MOUNTED TO TRAFFIC SIGNAL MAST ARM POLES SHALL BE ATTATCHED
USING 5/8" WIDTH, BLACK POWDER-COATED BAND STRAPPING AND CLIPS. COMMERCIALLY
AVAILABLE SIGN MOUNTING HARDWARE THAT IS DESIGNED FOR USE WITH THE PARTICULAR
TYPE OF SIGN TO BE MOUNTED ON EACH TRAFFIC SIGNAL MAST ARM POLE SHALL BE
USED. ALL SIGN MOUNTING STRAPPING AND HARDWARE IS TO BE COST ABSORBED.

@3 R1-1 SIGNS ON SIDE STREET APPROACHES SHALL BE REMOVED AS DIRECTED BY THE
ENGINEER AFTER TRAFFIC SIGNALS ARE INSTALLED AND PROPERLY OPERATIONAL.
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GENERAL NOTES (SIGNAL)

(1D ALL SIGNS, SIGNALS, PAVEMENT MARKINGS AND TEMPORARY TRAFFIC CONTROL
DEVICES ARE TO CONFORM TO THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (LATEST EDITION).

(2 UNDERGROUND UTILITIES SHOW ON PLANS ARE PLOTTED IN THEIR APPROXIMATE
LOCATIONS FROM THE BEST GUARANTEE THAT ALL UTILITIES ARE SHOWN.IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL UTILITIES.

ALL RAISED OBJECTS TO BE PLACED A MINIMUM OF 2.0 FEET BEHIND FACE

OF CURB. NEW TRAFFIC SIGNAL POLES TO BE PLACED A MINIMUM OF 8.0 FEET
BEHIND FACE OF CURB UNLESS WRITTEN PERMISSION IS AUTHORIZED BY AASHTO
ROADSIDE DESIGN GUIDE CLEAR ZONE STANDARDS.

ALL POLES, PULLBOXES AND CONTROLLER CABINETS SHALL BE FIELD LOCATED
AI\éD STAKED BY THE CONTRACTOR AND APPROVED BY THE ENGINEER PRIOR TO
INSTALLATION.

EXTEND POLE FOUDATIONS TO APPROXIMATELY 3 INCHES ABOVE THE
SHOULDER ELEVATION OR THE TOP OF THE CURB ELEVATION.

SPECIFICATIONS FROM THE MISSISSIPPI STANDARD SPECIFICATIONS FOR
ROAD & BRIDGE CONSTRUCTION BY MISSISSIPI DEPARTMENT OF TRANSPORTATION,
ENGLISH 2004 EDITION WILL BE USED UNLESS OTHERWISE NOTED BY SPECIAL PROVISIONS.

ALL CONTROLLER CABINETS BEING INSTALLED AS PART OF THIS PROJECT
SHALL HAVE A REAR DOOR.

@ © & ©)

S

SIGNS THAT NEED TO BE REMOVED DURING CONSTRUCTION SHALL BE DONE BY THE
CONTRACTOR AT HIS EXPENSE. ALL TRAFFIC CONTROL SIGNS INSTALLED OR RELOCATED
WITHIN THE RIGHT-OF-WAY SHALL BE DONE BY THE CONTRACTOR AT HIS EXPENSE.

©

ALL CABLE DENOTED ON THE PLANS AS LUM OR RADIO SHALL BE COST ABSORBED.

® @

STREET NAME SIGNS AND STANDARD HIGHWAY SIGNS INSTALLED ON MAST ARMS
OR POLE SHAFTS SHALL BE COST ABSORBED.

LUMINARIES SHALL BE ON AN ISOLATED 30 AMP CIRCUIT.

@@

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC
CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED IN PLANS TO BE BLACK LEGEND AND
BORDER ON WHILE BACKGROUND
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